markilux shadeplus

for the markilux 1000/1000 stretch, 1100, 1300/1300 stretch,
1500, 1600/1600 stretch, 5010 and 6000
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by means of the markilux shadeplus / drop valance

Create new living space in the open air

With the shadeplus accessory, the awning within an awning, you
can have as much or as little shade you wish - whatever the po-
sition of the sun and without having to change the pitch of the
awning itself. Simply extend the drop valance to the required
depth (maximum 210 cm* overall drop).

As an alternative to a gearbox with stainless steel winding
handle the markilux 1000/1000 stretch, 1500, 1600/1600
stretch und markilux 6000 can be fitted with a motor drive.

not model dependent - please consult the configuration possibilities

Optional accessories

The drop valance cover is fitted with a weighted bottom profile. With
this improved sunshading product that also provides privacy,
you can create a cozy area in the open air. During the day it
keeps the sun out; at night it keeps the cool air at bay.

In contrast to awnings which only give "more shade" by being
tilted at a greater angle, those fitted with the markilux shadep-
lus still provide a maximum of headroom - so giving the imme-
diate impression of realising "more space"”.

On request it is usually possible to fit a shadeplus to an exi-
sting

markilux folding-arm awning at a later date
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Optional accessories

the markilux Infra-red Heater

Cozy warmth when it turns cooler. Feel the warmth in an
instant and enjoy more of the evening.

Caressing warmth with no heating up phase and a pleasing
lighting effect at the same time.

Powder-coated aluminium housing in an attractive design,
colour matched to

your markilux awning

- the housing is weather and splash

proof (IP24) - the heater can be left in situ all year round

A saving of at least 30% in energy costs in comparison with
hitherto used gas or

quartz systems

Lamp life approximately 5,000 hours

Radio remote control is possible with the Heat Receiver RTS
Easily fixed to any wall.

The heater direction can be adjusted via the fixture bracket.

Infrared Technology
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Warms people and not the qir
Creates noticeable heat in the protected area under the aw-
ning within a radius of approx. 9-12 m2.
For the best results it should be fitted at a height of approxi-
mately 2 m.
Easily connected to the mains using a coupling plug

o neutral (blue)
l live L (brown)
O earth (yellow/green)
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230 Volt / 50 HZ (6 A)
1400 Watt
460 x 145 x 75 mm
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approx. 1.8 kg
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